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Wall Mount Splice Box – 12F, 24F, 48F 
 
 
ADC’s Wall Mount Fibre box provide fibre splicing capability interfacility.  Fibre cable & fibre optical 
terminal patchcords in small & medium sized fibre network & customer premise application. 
Radius limiters used to maintain a protective minimum bend radius for patch cords bundles wound 
around in the storage spool.  
 
 
Features: 
 
 Cable bend radius used to secure fibre bundles in the box. All the fibre Have cable bend radius for 

the position pre-terminated box. 
 Radius limiters used to maintain a protective, minimum bend radius for fibre bundles. 
 Up to 48F Splicing capacity 
 Identification labelling 
 Lock & Key provision 
 Out door box (IP 55) 
 Easy front access 
 Cable entry from Top & Bottom 
 
 

Specifications 
 
Material  .................................................................................................... CRCA Steel 1.2mm thick  
Colour ................................................................................................................................ Light Grey 
Finish ..................................................................................................... Powder coated RAL No. 7032 
Capacity ............................................................................................................................... Upto 48F 
Dimensions .................................................................... Width:290mm Height: 420mm Depth 90mm 
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Description Quantity Colour Product No. 

Wall Mount Splice Box – 12 Fibre 
(Wall mount splice box  Loaded with 1 splice tray) 

Box of 1 Grey 6901 1 107-41 

Wall Mount Splice Box – 24 Fibre 
(Wall mount splice box  Loaded with 2 splice tray) 

Box of 1 Grey 6901 1 107-42 

Wall Mount Splice Box – 48 Fibre 
(Wall mount splice box  Loaded with 4 splice tray) 

Box of 1 Grey 6901 1 107-43 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

*KRONE Communications Ltd. is now ADC India Communications Ltd. 
 
 


