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Kronnection Box A30, houses 1/2/3 nos of 10 pair disconnection modules for 10/20/30 pairs 
termination respectively. 
 
 
 
Features: 
 
 Weather proof  Box 
 Wall or pole mountable 
 Quick mounting and installation 
 Ease of access for wire termination 
 Indoor or Outdoor application 
 Overvoltage protection using 10 pair protection magazine 
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Specifications 
 
Service temperature range  ...................................................... -25C to + 60C, for all tropical climates  
Class of protection  .......................................................................... IP 54 in accordance with IEC 529 
Enclosure material  ....................................................................................... Tough Thermoplastic ABS  
Colour ........................................................................................................................................ Beige 
Metal parts .................................................................................................................... Stainless Steel 
Cable seals ................................................................................................................ Synthetic Rubber 
Flammability of Thermo Plastic   ............................................................................................UL 94-HB  
 
 
 

Description Quantity Colour Product No. 

Kronnection Box A30 with 3 way BMF* 

*(2/10 modules  to be ordered separately)  
Each Beige 6902 1 001-42 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 WARNING – KRONE* TYPE is NOT KRONE*. Occasionally customers may come across copies of KRONE* products being sold in the 
market which are being passed off as original KRONE* products. Using these products may affect the functionality and quality of your 
network. Ensure use of original products for an efficient network. Original KRONE products are sold ONLY through ADC authorised 
distributors. 

  
                                                 
    KRONE Communications Ltd is now as ADC India Communications Ltd. 
 

 
 
 
 
 


